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ABSTRACT 
Electrically tunable laser action has been demonstrated in a dye-doped nematic liquid crystal (NLC) waveguide 
by holographic excitation. The optical feedback were provided by a transient grating induced by two-beam 
interference using Lloyd mirror configuration, and the distributed feedback (DFB) laser action was observed. 
Electrical tuning of lasing wavelength was realized due to the change of the effective refractive index of the NLC 
core layer caused by the reorientation of NLC molecules. The total shift of lasing wavelength was about 30 run, 
which could be realized with less than about 1.4 V of applied voltage. Based on a waveguiding mode theory, 
numerical analysis of TM-guided mode in the presence of applied electric field was performed, and field-induced 
tuning of the lasing wavelength was investigated in detail. Prospects for the realization of a single-mode operation 
and tuning of the lasing wavelength was also shown. Based on the numerical results, single-mode operation of 
lasing was experimentally realized utilizing NLC with low refractive ind.ices. 
Keywords: liquid crystal, tunable laser, distributed feedback laser, waveguide, holographic excitation 
1. INTRODUCTION 
From the first demonstration of a distributed feedback (DFB) lasing by Kogelnik et al.,1 many studies on the 
DFB lasing have been reported. 2 They demonstrated a laser action upon photoexcitation of a rhodamine 6G 
doped gelatin film with holographically inscribed phase grating (Fig.I (a)). In their device, the optical feedback 
was provided by a backward Bragg scattering from phase grating, and mirrorless DFB laser action was observed. 
Lasing based on the DFB is available for organic and polymeric materials in which cleaved mirror cannot be 
obtained. 
Besides their wide selectivity of emission wavelength range, laser device utilizing organic material has many 
advantages to the inorganic one such as self-organizability and flexibility. Recently, optically pumped DFB laser 
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Figure 1. Schematic representation of pioneer studies on DFB laser actions reported in 1971. (a) laser action upon 
photoexcitation of a Rhodamine 6G doped gelatin fihn with holographlcally inscribed phase grating.1 (b) l~r action by 
pumping a Rhodamine 6G dissolved in methanol-benzyl alcohol mixture with the fringes formed by the interference of 
two laser beams.15 
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Figure 2. Schematic representation of the cell structure used in this study for the electrical tuning of the laser emission 
upon holographic excitation. 
action has been observed using cholesteric liquid crystal (LC)3- 7 and ferroelectric LC8• 9 as a self-organized one-
dimensional photonic crystal (PC). Moreover, polymeric :flexible DFB lasers were fabricated using polymeric 
cholesteric LC, 5• 7 and surface relief grating structure fabricated by a micro-molding technique10 and more easily 
by using photochromic azo-polymer as a template.11 
Another feature of organic materials is their tunability. Organic materials are very sensitive to external 
fields such as electric fields, magnetic fields, light, and so on. Using such sensitivities of organic materials, 
optical properties of materials such as refractive index can be tuned. Among various organic materials, LC 
is a favorable candidate for electrical tuning devices. LC molecules have various anisotropic properties such 
as optical, dielectric and magnetic anisotropies, which are caused by their elongated rod-like shapes and their 
directional order. Optical anisotropy of LC molecules results in an appearance of two refractive indices, that is, 
an extraordinary refractive index ne along the molecular long axis (director) and an ordinary refractive index n 0 
perpendicular to the director. Besides it, dielectric anisotropy of LC molecules enables an electric field-induced 
reorientation of LC molecules. 12 This indicates that, if LC is used as an active material for a laser action, 
an effective refractive index of the laser medium net I can be electrically controlled due to the field-induced 
reorientation of LC molecules, and various studies have been reported employing LC molecules into micro-cavity 
structures such as one dimensional PC composed by dielectric distributed Bragg reflector (DBR), 13 and so on. 
In this article, we demonstrated an electro-tuning ofDFB laser emission using a dye-doped nematic LC (NLC) 
waveguide as an active medium by a transient grating using interference fringes induced by two excitation laser 
beams (holographic excitation). 14 In this work, a planarly aligned uniform cell was fabricated and an electro-
tuning of laser emission was investigated using the electric field-induced spray-bend deformation of the LC 
molecules (Fig.2). DFB lasing based on the holographic excitation was demonstrated first by Shank et.al. 15 
They observed the DFB lasing by pumping a Rhodamine 6G dissolved in methanol-benzyl alcohol mixture with 
the fringes formed by the interference of two laser beams (Fig.I (b)). The wavelength of laser emission >.Bragg 
upon holographic excitation can be expressed by a following equation, 
A - ne/tAe:,; 
Bragg - m sin 8 (1) 
where net 1 is the effective refractive index of the active medium, Au is the wavelength of excitation beams, 
m is the order of diffraction and 0 is the half angle between two excitation beams. Based on this equation, a 
tunability of the laser emission wavelength was also demonstrated by changing the angle between two excitation 
beams 20 or the refractive index of the laser dye solution ne//· In our case, tuning of lasing wavelength was 
realized by tuning nef I using the electric-field-induced reorientation of NLC molecules. In order to explain the 
experimental results in detail, numerical analyses of guided modes under applied voltages were also performed. 
Moreover, single-mode operation of this laser are also demonstrated. 
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Figure 3. (a) Schematic representation of the experimental setup for emission measurement. (b) the Lloyd mirror setup 
for the interferential illumination. 
2. EXPERIMENTAL AND NUMERICAL ANALYSIS 
2.1. Materials and device structure 
The NLC mixture E-44 (Merclc) was used as a host material. The dielectric anisotropy of this NLC is positive 
so that if an electric field is applied to LC layer, LC molecules align their molecular long axis along the applied 
electric field as shown in Fig.2. As a laser dye dopant in the NLC, {2-(2-4-(Dimethylamino )phenyl]ethenyl]-6-
methyl-4H-pyran-4-ylidene propanedinitrile, DCM (Exciton) was used. The concentration of the dye was 0. 7 
wt.-%. Ordinary and extraordinary refractive indices n0 and ne of this mixture are 1.53 and 1.78, respectively 
(at 632.8 nm). 
A cell structure used in this study is schematically shown in Fig.2. A sandwiched cell was composed of two 
Indium-Tin-oxide (ITO)-coated quartz gl~ substrates. The cell gap was 2.5 µm. SiO2 microspheres were used 
as spacers. The surfaces of substrates were coated with a poly(vinyl alcohol) (PVA) and rubbed in order to 
obtain a planarly aligned cell in which the direction of LC initially aligns parallel to the substrates. The sample 
was inserted in the isotropic phase by a capillary action. In such a cell structure, the PVA layer also acted as a 
low index clad layer because refractive index of PVA layer nc ( = npv A = 1.52) was lower than n0 of NLC. On 
the other hand, the NLC layer acted as a core layer of the slab waveguide and an electromagnetic wave can be 
confined effectively in the NLC layer under the total reflection condition.16, 17 
2.2. Experimental setup of optical measurement 
Figure 3 (a) shows an experimental setup for emission measurement. A third harmonic light of Q-switched 
Nd:YAG laser (Spectra Physics, Quanta-Ray INDI) was used for excitation, whose wavelength, pulse width and 
pulse repetition frequency were 355 nm, 8 ns and 10 Hz, respectively. The polarization of both two excitation laser 
beainS was set to bes-polarization, that is, perpendicular to the incident plane, in order to make photoinduced 
transient grating to be a pure intensity grating. 18• 19 The excitation laser beams were focused into a stripe using 
a cylindrical lens. The Al mirror was placed in front of the sample cell perpendicular to the cell, so that so-called 
Lloyd mirror setup for the holographic illumination was realized as shown in Fig.3 (b). The sample cell and the 
mirror were fixed on a rotational stage, and the angle between two excitation laser beams 20 was adjusted by the 
rotational angle of this stage. In this configuration, the rubbing direction in the sample cell was perpendicular 
to the rotational axis of the stage. That is, the director of NLC molecules in the cell lies in the incident plane 
of two excitation beams. Under such an illumination condition, both transverse electric (TE) and transverse 
magnetic (TM) -guided modes in. the NLC core layer feel the ordinary refractive index n 0 of the NLC in the 
absence of the electric field. The emission spectra from the sample were measured utilizing a spectrograph with 
a charge-coupled device (CCD) detector (Oriel, Multi Spec 257) having a spectral resolution of 0.3 nm. For the 
application of an electric field to the sample cell, a function generator (Hewlett Packard, 3314A) was used. A 
rectangular shaped AC voltage of 1 kHz was applied. 








Figure 4. (a) Definition of the tilt angle f of NLC molecule. (b) Schematic representation of shooting method for 
waveguide mode analysis. 
2.3. Numerical analysis 
In the presence of an applied electric field, NLC molecules reorient toward the direction of applied field and 
splay-bend deformation of NLC director is induced in the incident plane of two laser beams. In such a situation, 
only TM-guided mode is affected by the deformation of NLC director. Moreover, NLC waveguide should be 
treated as a graded index waveguide under an applied electric field, because the field-induced deformation of 
NLC molecules is inhomogeneous in depth, that is, NLC molecules in the vicinity of the substrates are anchored 
more tightly, and NLC molecules far from substrates can reorient more freely. Santamato et. al. reported the 
numerical analysis of TM modes in a slab waveguide filled with NLC in an external magnetic field, 20 and Lin et. 
al. 21 and Abbate et. al.22 have reported the numerical analysis of nonlinear effects in NLC waveguide. We have 
adopted their method for the calculation. The scheme of numerical analysis can be summarized as follows. 
1. director profile in depth 1/J(z, V) upon an electric field should be solved based oh the elastic theory. 
2. optical anisotropy in the NLC core layer should be included in the Maxwell's equation as a tensor e(z, V), 
and the propagation constant p(V) (or effective refractive index N(V)) and the optical field profile of the 
guided mode should be calculated. 
From the Oseen-Frank's elastic theory, the density of free energy g(V) in the presence of applied electric field 
can be expressed as follows, 
- 1 )2 l [ ( ]2 1 2 g(V) = 2Ku(V · n + 2K33 n x V x n) - 2ioea(E · n) (2) 
where Ku and K33 are splay and bend Frank's elastic constants, respectively, and e0 (= Ee - e0 ) is the dielectric 
anisotropy, and Ee and €0 are dielectric constant of NLC parallel and perpendicular to the director, respectively. 
Using director tilt angle t/)(z, V) which is defined in Fig.4 (a), NLC director n(z, V) can be expressed as n(z, V) 
= (n:c(z, V), ~(z, V), nz(z, V)) = (0, cos'lj)(z, V), sin 1/)(z, V)), and following equation can be derived from 




sin2 1/Jm(V) - sin2 1/J(z, V) 
cos2 'f/;(z, V) + (K33/Ku)sin2 1/J{z, V) (3) 
where 1/Jm(V) is tilt angle of NLC molecules at the center of the cell (ma.ximum tilt angle), and obtained as a 
solution of following integral. 23 
1 + (K33/ K11 - 1) sin2 1/J d'l/) 
sin2 1/Jm - sin2 VJ 
(4) 
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The dielectric tensor €(z, V) can be expressed using tilt angle 1/J(z, V) calculated above as follows, 
e(z, V) [ 
foou(z, V) €0012(z, V) €0013(z, V) l 
foo21(z, V) foo22(z, V) foo23(z, V) 
€0031(z, V) €0032(z, V) €0033(z, V) 
['f 0 fooo + fooa cos2 'l/J(z, V) €000 cos'l/,J(z, V) sin 1/J(z, V) e000 cos?jJ(z, ~")sin'lj,,(z, V)] fooo + fooa sin2 t/J(z, V) 
(5) 
where €000 (= fooe - e000) is the dielectric anisotropy, and fooe (= n~) and e000 (= n;) are dielectric constant of 
NLC parallel and perpendicular to the director at optical frequency, respectively. TM-polarized light is defined 
as H = (Hx,0,0) and E = (0,Ey,Ez), and by assuming monochromatic light 
Hx(Y, z, t, V) = R(z, V) exp[?./J(z, V)] exp[i(koN(V)y - wt)], (6) 
following equation can be obtained from Maxwell's equations. 
2 d2R(z,V) de0033(z,V)dR(z,V) 2 2 
€,x,33(z, V) dz2 + €0033(z, V) dz dz + ko€ooofooe(foo33(z, V) - N(V) )R(z, V) = 0 (7) 
where ko is a wavenumber in vacuum, w is frequency of guided light and N(V) is an effective refractive index, 
which is defined using propagation constant ,B(V) as N(V) = /3(V)/ko, This equation is second-order ordinary 
differential equation and can be regarded as an eigenvalue problem with the effective refractive index N(V) 
playing the role of the eigenvalue, and cannot be solved analytically. In order to solve this problem, we have 
adopted shooting method employing N(V) as a parameter (Fig.4 (b)). 24 By solving equation (7), effective 
refractive index N(V) and optical field profile R(z, V) of the guided mode can be obtained. 
{ 
exp(-koJ,B(V)2 - n~z] 
Hx(Y, z, t, V) = R(z, V) 
(±rexp[-k0 J,B(V)2 -n~(z - 2500)] 
,z <0 
,0 ~ z ~ 2500nm 
,z > 2500nm 
(8) 
As sample parameters of the numerical calculation, typical values of widely used cyanobiphenyl based NLC 
mixture E7 (Merclc) were used. Parameters used for numerical calculation are summerized in Table. 1. 
Table 1. parameters used for the numerical calculation 
Symbols Values 
ordinary refractive index of NLC no 1.53 
extraordinary refractive index of NLC ne 1.78 
refractive index of PVA npvA 1.52 
Frank's elastic constants (splay) Kn 1.1 x 10-11 N 
Frank's elastic constants (bend) K33 1.7 x 10-11 N 
dielectric constant of NLC (parallel to the director) fe 19.0 
dielectric constant of NLC (perpendicular to the director) fo 5.7 
cell gap d 2.5µm 





c 9:8 :::I 9=61.0C' 
,e 0.5 
,!. 
9:8 ~ 9=62.0° 
Cl) o.s j 















.5. OefF .53 




•. ··~ ... 
·•. .. 
"ii 640 • .. i - •.:.•,a---~--1 
~ 620 en 
C 
m 
~ 600 ---~· ·- -~~-, ..• ·· .... 5so ---......_ ________ ..__ _ _. 
55 60 65 70 75 
8 (degrees) 
(b) 
Figure 5. (a) Emission spectra of the dye-doped NLC waveguide upon holographic excitation at various excitation 
angles (from 59.cr to 65.ff' by I.(j) above the threshold pump pulse energy without applied voltage. (b) Excitation angle 
dependence of the lasing wavelength. The shaded region shows the tunable range of this laser. The dashed lines show 
the theoretical curves of the lasing wavelength under the first order diffraction condition ( m = 1) assuming the effective 
refractive indices ne.11 as 1.53 and 1. 78. 
3. RESULTS AND DISCUSSION 
3. I. Experimental results 
Figure 5 (a) shows the emission spectra of the dye-doped NLC waveguide for various excitation angles (from 
59.Q° to 65.Q° by 1.Q° ) above the threshold pump pulse energy without applied voltage. As is evident from the 
figure, the lasing wavelength could be tuned by changing 8. The tunable range of lasing wavelength upon 
holographic excitation was l'V 30 run, which was determined by the doped laser dye. Figure 5 (b) shows the 
excitation angle dependence of the lasing wavelength. The shaded region shows the tunable range of this laser. 
The dashed lines show the theoretical curves of the lasing wavelength under the first order diffraction condition 
(m = 1) assuming the effective refractive indices nef f as 1.53 and 1. 78. The excitation angle dependence of the 
lasing wavelength agrees well with the theoretical curve with the effective refractive index neff of 1.53. It was 
confirmed that the laser emission wavelength could be tuned by changing the excitation angle and that the DFB 
laser action was realized due to the holographically induced transient grating. 
Figure 6 (a) shows the emission spectra of the dye-doped NLC waveguide at various applied voltages. The 
angle 0 was fixed to be 65.Q°. When the applied voltage was below 0.7 V, laser emission peak was observed at 
599 run (peak 1) and no change was observed in the laser emission. When the applied voltage exceeded l'V 0.8 
V, another new peak (peak 2) appeared in longer wavelength. The peak 2 showed a continuous red-shift with 
increasing the applied voltage. Above the applied voltage of"' 1.0 V, laser emission of peak 2 became multi-mode 
(peak 2 refer to all peaks which show red-shift with applied voltage in the spectrum). When applied voltage 
was more than rv 1.4 V, laser emission disappeared. On the other hand, the peak 1 did not shift at all. The 
amplitude of the peak 1 decreased gradually, and finally disappeared above 1.1 V. In Fig.6 (b), applied voltage 
dependences of the lasing wavelength of the peak 1 ( open circle) and the peak .2 ( closed circle) are summarized. 
The threshold voltage for the appearance of the peak 2 is observed at ,..., 0.8 V, which should be attributed to the 
Frederiks transition of the NLC. The electrical tuning of laser action could be performed reversibly. The lasing 
wavelength is quite sensitive to the applied voltage, and the tuning of the lasing wavelength was realized slightly 
above the threshold voltage. 
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Figure 6. (a) Emission spectra of the dye-doped NLC waveguide upon holographic excitation at various applied voltages 
(0= 65.0" ). (b) Applied voltage dependence of lasing wavelength. 
In order to explain these results, TE- and TM-guided modes should be treated separately.14 The reorientation 
of NLC molecules upon the application of an electric field takes place in the incident plane of two excitation 
beams, so that TE-guided mode feels n 0 of the l\'LC regardless of the applied voltage. and no change in lasing 
wavelength of the peak 1 should be attributed to the TE-guided mode. On the other hand, the effective refractive 
index nett for the TM-guided mode increases gradually with the field-induced reorientation of the l\"LC molecules, 
and the lasing wavelength associated with TM-guided mode should shift to longer wavelength. Consequently, 
the red-shift of the lasing peak 2 might be attributed to the TM-guided mode. With the increase of the effective 
refractive index nett, the effective thickness of the core layer also increases and higher order guided mode should 
appear. The appearance of multi-mode emission in peak 2 upon application of more than about 1.0 V should 
be explained in terms of this higher order guided mode. In order to analyze these results in detail, numerical 
analysis of TM-guided mode was performed as followings. 
3.2. Numerical analysis of TM-guided mode 
As a first step, distribution of the tilt angle 1/J(z, V) of NLC molecules upon applied voltages was calculated. 
Figure 7 (a) shows the calculated tilt angle of NLC molecules with various applied voltages (V = 1.00, 1.50, 
2.00, 4.00, 6.00 V). Using these data w(z, V), the TM-guided mode with applied voltages was calculated. 
Figure 7 (b) shows the applied voltage dependence of the effective refractive index N (V) of the 0th (m = 
0) ordered guided mode in the waveguide core layer. The wavelength of the guided light was set to be 600 nm. 
It can be seen that the change of N(V) is steep just above the threshold applied voltage for the reorientation 
of NLC molecules, and saturates when applied voltage is larger than about 2.0 V. Following discussions focus 
mainly on the applied voltage range slightly above the threshold. 
Figure 8 (a) shows the applied voltage dependence of N(V) in the waveguide core layer, which are for TM-
guided modes with monochromatic lights of,\ = 600 nm (circles) and >. = 630 nm (triangles). vVhen applied 
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Figure 7. (a) Distribution of tilt angle of KLC molecules in the depth of the cell under various applied voltages (V = 
1.00, 1.-50, 2.00, 4.00 and 6.00 V). (b) Applied voltage dependence of effective refractive index of 0th ordered TM-guided 
mode with the wavelength of>.= 600 nm. 
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Figure 8. (a) Applied voltage dependence of effective refractive index of from 0th to 4th ordered TM-guided mode with 
the wavelength of>.= 600 nm (circles) and>.= 630 run (triangles). (b) Applied voltage dependence of lasing wavelength 
of from 0th to 4th ordered TM-guided mode. 
voltage was increased, N(V) also increased and higher ordered guided modes appeared. As can be seen in Fig. 8 
(a), if wavelength of the guided lights are different, N(V) are also different. Consequently, it can be considered 
that for the calculation of lasing wavelength, different voltage dependence of N(V) should be used for each 
wavelength. The calculation procedures of the applied voltage dependence of lasing wavelength are summarized 
as follows. 
1. Calculate voltage dependence of N(V) for each wavelength of the guided light same as in Fig. 8 (a). 
2. From these results, pick up the applied voltages which agree with N(V) which satisfy the lasing condition 
shown in equation (1) for each lasing wavelength. For example, in the case of .X = 630 nm, neff for lasing 
is estimated as 1.608 ( assuming 0 as 65.0° ) from equation ( 1) and applied voltage can be derived as V = 
1.119 V for 0th ordered guided mode from Fig. 8 (a). 
3. Plot the lasing wavelength versus applied voltages. 
Figure 8 (b) shows the calculated voltage dependence of lasing wavelength. It can be seen that when applied 
voltage increased. lasing wavelength shifts toward longer wavelength. At high applied voltages. the lower ordered 
guided mode deviates from tunable range of lasing (in this case, from 600 to 630 run), and higher ordered guided 
Proc. of SPIE Vol. 5518 227 
(a)V=O.0OV (b) V=1.00V (c) V=1.10V 
1.0 1.0 1.0 
i f f 3 0.5 o.s 0.5 
g e -!! !. !. 
i 0.0 




~ -o.s '! -0.5 • -o.s ~ 
8 l--01 8 & 
-1.0 -1.0 -1.0 
·2000 0 2000 4000 -2000 0 2000 4000 ·2000 0 2000 4000 
t(nm) :lnml z (r.rn) 
(d) V=1.20V (e) V=1.30V (f) V=1.40V 
1.0 1.0 1.0 
i f i ·s 0.5 0.5 °§ o.s 
t! t! -!! 
!!. !!. !. 
i ~ 
0.0 .., 0.0 ;; 
u: u: 
! -0.5 I -0.5 ~ -0.5 •••.•• m-2 C. ! 0 --- m,,3 
-1.0 ·1.0 
-2000 0 2000 4000 -2000 0 2000 4000 ·2000 0 2000 4000 
.Z(ml) Z(nlll} z(nml 
Figure 9. Optical field profile of TM-guided mode without (a) and with applied voltages ((b) 1.00 V, (c) 1.10 V, (d) 
1.20 V, (e) 1.30 V, (f) 1.40 V). Boundaries of the PVA clad layer (z < 0 and z > 2500 nm) and the NLC core layer 
(0 < z < 2500 nm) are also shown in dotted lines. For the calculation, the wavelength of the guided light were set as 
follows: (a) Am=O = 600 nm, (b) Am=O = 609 nm, Am=l = 601 nm, (c) Am=O = 627 nm, Am=! = 615 run, Am=2 = 604 
nm, (d) Am=l = 627 run, Am=2 = 613 nm, Am=3 = 602 nm, (e) Am=2 = 621 nm, Am=3 = 607 nm, (f) Am=-1 = 600 nm. 
modes appear. As easily estimated from these results, more higher ordered guided modes should even appear 
at more higher applied voltages. If all higher-ordered guided modes can contribute to lasing, experimentally 
observed disappearance of lasing at high voltages cannot be explained. From this estimation, the efficiency of 
the confinement of the guided light in the waveguide core layer is considered to play a crucial role for lasing. In 
order to analyze this effect, optical field profiles of guided mode upon applied voltages were calculated. 
Figure 9 shows the optical field profile of TM-guided mode without (a) and with applied voltages ((b) 1.00 
V, (c) 1.10 V. (d) 1.20 V, (e) 1.30 V, (f) 1.40 V). Boundaries of the PVA clad layer (z < 0 and z > 2500 nm) 
and the l\"LC core layer (0 < z < 2500 nm) are also shown in dotted lines. For the calculation, the wavelength 
of the guided light were set as follows: (a) Am=O = 600 nm, (b) Am=O = 609 nm, Am=l = 601 nm, (c) Am=O = 
627 nm, Am=l = 615 nm, Am=2 = 604 nm, (d) >-m=I = 627 nm, Am=2 = 613 nm, >-m=3 = 602 nm, (e) Am=2 
= 621 nm, Am=3 = 607 nm, (f) >-m=4 = 600 nm. These values were chosen in order to agree the values of 
the calculated lasing wavelength shown in Fig.8 (b). Without or with a low applied voltages slightly above the 
threshold applied voltage, optical fields are confined well in the waveguide core layer as shown in Figs.9 (a)-(e). 
On the other hand, with high applied voltage (> 1.40 V), confinement of optical fields in the waveguide core 
layer cannot be carried out effectively as shown in Fig.9 (f). As easily estimated from these results, although 
more higher ordered guided modes should appear even at higher applied voltages from the result shown in Fig.8, 
efficiency of confinement in the waveguide core layer will not be high. As a result, the reason why no lasing 
was observed at higher applied voltages can be attributed to the low efficiency of confinement of higher ordered 
guided modes. 
3.3. Prospect for realization of single mode operation 
For the device application, a single-mode operation is more desirable. For the realization of the single mode 
operation, the waveguide should be designed to confine only the lowest (0th) ordered guided mode effectively. 
Since the number of guided-mode depends on the effective thickness of the core layer, possible approaches for 
the realization of single-mode operation can be summarized as follows. 
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Figure 10. Optical field profile of 0th ordered TM-guided mode without (a) and with applied voltages (b-f). Wavelength 
of the guided light >. = 600 nm. The distribution of the tilt angle 'l{J(z) in depth are also shown in dotted lines for 
reference. 
I. Make an effective thickness of waveguide core layer thinner. This includes physical thickness itself, and low 
index contrast between core and clad layers. 
2. Utilize another configuration of LC cell, such as hybrid aligned nematic (HAN) cell,25 1r-cell,26 and so on. 
Using these inhomogeneous director profiles, in which the core layer can be regarded as the graded index 
waveguide, confine electromagnetic field in thin region ( only middle part) in the cell effectively. 
In order to estimate which approach is more significant for the single-mode lasing, optical field profiles of 0th 
ordered TM-guided mode were analyzed. From this result, the importance of the second model (graded profile of 
tilt angle) can be evaluated, because the distribution of the tilt angle of NLC upon high electric field application 
in the cell we employed is similar to that of 71'-cell. 
Figure 10 shows the numerically analyzed optical field profile of 0th ordered TM-guided mode without (a) 
and with applied voltages (b-f). Wavelength of guided light .>. = 600 nm. The distribution of the tilt angle 
'f/.!(z, V) in depth are also shown in dotted lines for reference. With sufficiently high voltages, homeotropic region 
of NLC grows larger at the center of the core layer and spread all over the core layer, and effective thickness 
of the core layer glows thicker. This means that for the effective confinement of the guided mode, there h, an 
optimal range of applied voltage. From Fig.10, this optimal applied voltage seems to lie around ~ 1.5 V. As a 
result, first approach, that is, to lower C1n (= ne - n 0 ) or ne seem to be more important.· 
3.4. single-mode operation of lasing 
Based on these considerations, a lower-index NLC was used.27 As a NLC host. ZLI1132 (Merck) with ne and n 0 
of 1.63 and 1.50, respectively was used. The dielectric anisotropy of this !',;""LC is also positive. The concentration 
of the dye, DCM, was 0.6 wt.%. The cell gap was 2.2 µm. 
Figure 11 (a) shows the emission spectra at various applied voltages. The excitation angle 0 was maintained 
at 64.0° . At this angle, the laser action was observed at the longer wavelength edge of the photoluminescence 
region of the doped dye (,\ = 641.1 run) with the application of 6.0 V. From 6.0 V, the applied voltage was 
reduced gradually. Continuous blueshift of the lasing wavelength was observed. The la.sing peak disappeared 
below approximately 2.0 V. Because the guided mode can no longer be confined in such a low voltage. lasing 
may not be observed. Figure 11 (b) shows the applied voltage dependence of the lasing wavelength. It can be 
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Figure 11. (a) Emission spectra of the dye-doped !\'LC waveguide upon holographic excitation at various applied voltages 
(0 = 64.0° ). (b) Applied voltage dependence of lasing wavelength (0 = 64.0" ). 
seen that the field-induced shift of the lasing wavelength is continuous, and particularly marked from 2.0 to 3.0 
V. The total shift of the lasing wavelength is about 8.5 nm. 
Although the single-mode operation of lasing was realized, a detailed mechanism is not clear at this stage. 
Moreover, there are still problems that should be solved, namely, high operation voltage and narrow tunable 
range of the lasing wavelength. For the design of a more efficient device structure, further optimization of these 
parameters is required. 
4. CONCLUSIONS 
In conclusion, optically pumped DFB laser action was observed in the dye-doped l\'LC waveguide. The DFB laser 
action was realized by the holographic excitation using the Lloyd mirror setup. Upon an applied electric field, 
the wavelength of the laser emission was continuously tuned on the basis of the reorientation of l\'LC molecules. 
TM-guided modes under applied voltages were analyzed numerically based on the waveguiding mode theory, and 
the agreement with the experimental results was demonstrated. Moreover, single-mode operation of lasing was 
also demonstrated. Our device seems to be more complicated than the cases employing the laser dye solution 
as an active medium. The origin of this complication can be attributed to waveguide structure, inhomogeneous 
distribution of tilt angle of NLC molecules 1/J(z, V) under applied voltages, anisotropy of refractive indices of 
NLC molecules, and so on. Using these parameters effectively, various tunable lasers can be designed based on 
the waveguiding mode theory. 
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